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or table 1D of 40 CFR part 136 to make 
these determinations (except where the 
method cited in those tables is iden-
tical to the method specified in table 7 
of this part). The full texts of the ana-
lytical methods cited in table 7 of this 
part are contained in the ‘‘Methods For 
The Determination of Nonconventional 
Pesticides In Municipal and Industrial 
Wastewater, Volume I,’’ EPA 821–R–93– 
010A (August 1993 Revision I) and ‘‘Vol-
ume II’’, EPA 821–R–93–010B (August 
1993) (the ‘‘Compendium’’). Each pes-
ticide chemical manufacturer that is 
required to determine discharge pa-
rameter values under this part using 
one of the analytical methods cited in 
table 7 of this part must request in 
writing a copy of the Compendium 
from the permit authority or local con-
trol authority (as applicable) prior to 
determining such discharge parameter 
values, unless the manufacturer al-
ready has a copy. 

[58 FR 50690, Sept. 28, 1993] 

Subpart E—Repackaging of Agri-
cultural Pesticides Performed 
at Refilling Establishments 

SOURCE: 61 FR 57552, Nov. 6, 1996, unless 
otherwise noted. 

§ 455.60 Applicability; description of 
repackaging of agricultural pes-
ticides performed by refilling estab-
lishments subcategory. 

(a) The provisions of this subpart are 
applicable to discharges resulting from 
all repackaging of agricultural pes-
ticides performed by refilling establish-
ments, as defined in § 455.10; whose pri-
mary business is wholesale or retail 
sales; and where no pesticide manufac-
turing, formulating or packaging oc-
curs, except as provided in paragraphs 
(b), (c) and (d) of this section. 

(b) The provisions of this subpart do 
not apply to wastewater discharges 
from custom application or custom 
blending, as defined in 40 CFR 167.3. 

(c) The provisions of this subpart do 
not apply to wastewater discharges 
from: the operation of employee show-
ers and laundry facilities; the testing 
of fire protection equipment; the test-
ing and emergency operation of safety 

showers and eye washes; or storm 
water. 

(d) The provisions of this subpart do 
not apply to wastewater discharges 
from the repackaging of microorga-
nisms or Group 1 Mixtures, as defined 
under § 455.10, or non-agricultural pes-
ticide products. 

§ 455.61 Special definitions. 

Process wastewater, for this subpart, 
means all wastewater except for sani-
tary water and those wastewaters ex-
cluded from the applicability of the 
rule in § 455.60. 

§ 455.62 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best practicable pollut-
ant control technology (BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable by the application of 
the best practicable pollutant control 
technology: There shall be no discharge 
of process wastewater pollutants. 

§ 455.63 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable by the application of 
the best conventional pollution control 
technology: There shall be no discharge 
of process wastewater pollutants. 

§ 455.64 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable 
(BAT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable by the application of 
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